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2.1) Bedienfeld des Antrieb

II. Wie man Handsender hinzufügt oder 
ändert

2.1. Display des Antriebs

2.2.1-  Drücken Sie die CODE-Taste (auf dem 
Display des Antriebs) bis ein "    " (roter Punkt) 
erscheint.

2.2.2- Drücken Sie 2x hintereinander auf die 
gewünschte Taste auf dem Handsender (z.B. 
Kanal 1), der rote Punkt "    " Blinkt.

2.2.3- Wenn die Programmierung erfolgreich 
abgeschlossen ist, erscheint " II " auf dem 
Display.

Wiederholen Sie diese Schritte bis zu 
einem Maximum von 20 verschiedenen 
Sendern.

2.3) Speicherkapazität & Reset der gespeicherten Codes

2.3.1- Sobald 20 Codes gespeichert sind, 
erscheint auf der Anzeige " F " (voller Speicher), 
danach können keine weitere Handsender 
gespeichert werden. Um weitere Sender 
hinzuzufügen, müssen Sie einen externen Receiver 
verwenden.

2.3.2-. Drücken  und halten Sie die Code-
Taste mehr als 8 Sekunden, während auf 
dem Display der rote Punkt "    " blinkt. 
Nach 8 Sekunden blinkt ein " C " auf, 
damit sind alle Sender gelöscht.

I. Technische Daten
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- Überprüfen Sie vor Beginn der Installation, ob das Gerät 
für die erforderliche Verwendung geeignet ist.

- Dieses Produkt ist für die Kontrolle des Öffnens von Türen, 
Toren und dergleichen bestimmt. Andere Anwendungen 
müssen als nicht bestimmungsgemäß angesehen werden.

- Bitte beachten Sie, dass Tore und automatische Türen 
von qualifizierten Technikern und in Übereinstimmung mit 
den relevanten Normen installiert werden müssen.

Hinweise

Dieses Produkt erfordert keine speziellen Vorgänge. 
Überprüfen Sie regelmäßig auf Feuchtigkeit oder 
Rostbildung und entfernen Sie Staubablagerungen.

IV. Wartung

Dieses Produkt besteht aus verschiedenen 
Materialien, von denen einige recycelt werden 
können (Aluminium, Kunststoff); andere müssen 
entsorgt werden (Karten mit elektronischen 
Komponenten). Informieren Sie sich über 
Recycling- oder Entsorgungsmethoden und halten 
Sie sich an lokale Standards.

V. Entsorgung

Elektro- und Elektronik-Geräte 
sowie Batterien dürfen nicht als 
Haus- oder Restmüll entsorgt 

werden, sondern müssen in den dafür eingerichteten 
Annahme- und Sammelstellen abgegeben werden.

Warnung
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II. How to add or change the remote 
control
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Instructions and warnings for installation and use

2.1) Motor control panel

- Before starting the installation, check that the device is 
suitable for the required use.

- This product is intended for the control of opening of doors, 
gates and simil

 

- Remember that the gates and automatic doors must be 
installed by qualified technicians and in compliance with 
the applicable standards.

Warnings

I. Technical specifications

Reception frequency 433,92MHz

Max ERP -22dBm

Modulation OOK

Transmission power <2mW

Distance (estimated)
Open field: 80 m
Angle : 20° +/-5°

Batteries Pile - CR 2016 3V (x2)

   2.2) Programming

2.2.1-  Press the CODE button, it flashes "    ".

2.2.2- Press the push button key, release and 
press again, it will flash "    ".

2.2.3- When programming is complete, it flashes 
" I I ".

It is possible to repeat the above programming to 
codify a maximum of 20 different push buttons 
and/or remote controls.

2.3) Full capacity & erase stored codes

2.3.1- When the unit has stored 20 codes, it 
flashes " F " (memory full), you should not store 
more codes. If you need to store more than 20 
codes, you will need to use an external receiver.

2.3.2- Press and hold button CODE more 
than 8 seconds, it flashes "    ".
 After the 8 seconds it flashes " C ", all the 
codes were cancelled.

This product does not require special operations, 
periodically check the presence of moisture or the 
formation of oxides and eliminate any deposits of dust.

V. Maintenance

This product is made of different materials, some 
of which can be recycled (plastics); others, 
however, must be disposed of (cards with 
electronic components). Find out about the 
recycling or disposal methods and comply with 
the standards in force.

VI. Product disposal

Used batteries and some electronic 
components are very polluting and it 
is therefore mandatory to deposit 
them in special waste containers.

Attention
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